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SMDTD02330QA00MS00
Manufacturer Part Number: SMDTD02330QA00MS00

Manufacturer/Brand: WIMA

Part of Description: CAP FILM 0.033UF 20% 100VDC 2220

Datasheets: SMDTD02330QA00MS00.pdf

RoHs Status: Lead free / RoHS

Compliant
Stock Condition: New original, Stock Available.

Ship From: Hong Kong

Shipment Way: DHL/Fedex/TNT/UPS/EMSImage may be representation.
See specs for product details.

Specifications

Part Number SMDTD02330QA00MS00

Manufacturer WIMA

Description CAP FILM 0.033UF 20% 100VDC 2220

Category Capacitors > Film Capacitors

Part Status Require For Quote & Check Stock

Voltage Rating - DC 100V

Voltage Rating - AC 63V

Tolerance ±20%

Termination Solder Pads

Size / Dimension 0.224" L x 0.201" W (5.70mm x 5.10mm)

Series -

Ratings -

Packaging Bulk

Package / Case 2220 (5750 Metric)

Other Names 1928-1863

Operating Temperature -55°C ~ 100°C

Mounting Type Surface Mount

Manufacturer Standard Lead Time 20 Weeks

Lead Spacing -

Lead Free Status / RoHS Status Lead free / RoHS Compliant

Height - Seated (Max) 0.150" (3.80mm)

Features -

Dielectric Material Polyester, Polyethylene Terephthalate (PET), Metallized

Detailed Description
0.033µF Film Capacitor 63V 100V Polyester,

Polyethylene Terephthalate (PET), Metallized 2220 (5750

Metric)

Capacitance 0.033µF

Applications General Purpose

SMDTD02100KA00MP00
WIMA
CAP FILM 10000PF 20% 100VDC
1812

SMDTD02470KA00MP00
WIMA
CAP FILM 0.047UF 20% 100VDC
1812

SMDTD02680KA00MP00
WIMA
CAP FILM 0.068UF 20% 100VDC
1812

SMDTD02470KA00MS00
WIMA
CAP FILM 0.047UF 20% 100VDC
1812

SMDTD02470QA00MP00
WIMA
CAP FILM 0.047UF 20% 100VDC
2220

SMDTD02100KA00MS00
WIMA
CAP FILM 10000PF 20% 100VDC
1812

SMDTD02330KA00MS00
WIMA
CAP FILM 0.033UF 20% 100VDC
1812

SMDTD02330KA00MP00
WIMA
CAP FILM 0.033UF 20% 100VDC
1812
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