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T540D477K2R5AH8605WAFL
Manufacturer Part Number: T540D477K2R5AH8605WAFL

Manufacturer/Brand: KEMET

Part of Description: CAP TANT POLY 470UF 2.5V 2917

Datasheets: T540D477K2R5AH8605WAFL.pdf

RoHs Status: Contains lead / RoHS non-compliant

Stock Condition: New original, Stock Available.

Ship From: Hong Kong

Shipment Way: DHL/Fedex/TNT/UPS/EMS
Image may be representation.
See specs for product details.

Specifications

Part Number T540D477K2R5AH8605WAFL

Manufacturer KEMET

Description CAP TANT POLY 470UF 2.5V 2917

Category Capacitors > Tantalum - Polymer Capacitors

Part Status Require For Quote & Check Stock

Voltage - Rated 2.5V

Type Molded

Tolerance ±10%

Size / Dimension 0.287" L x 0.169" W (7.30mm x 4.30mm)

Series KO-CAP® T540

Package / Case 2917 (7343 Metric)

Operating Temperature -55°C ~ 125°C

Mounting Type Surface Mount

Manufacturer Size Code D

Lifetime @ Temp. 2000 Hrs @ 125°C

Lead Spacing -

Height - Seated (Max) 0.122" (3.10mm)

Features COTS (High Reliability)

ESR (Equivalent Series Resistance) 40 mOhm @ 100kHz

Capacitance 470µF

T540D477K2R5AH8705WAFL
KEMET
CAP TANT POLY 470UF 2.5V 2917

T540D477K2R5AH86057280
KEMET
CAP TANT POLY 470UF 2.5V 2917

T540D477K2R5AH8605WAFL
KEMET
CAP TANT POLY 470UF 2.5V 2917

T540D477K2R5AH8505WAFL
KEMET
CAP TANT POLY 470UF 2.5V 2917

T540D477K2R5AH86057610
KEMET
CAP TANT POLY 470UF 2.5V 2917

T540D477K2R5AH87057610
KEMET
CAP TANT POLY 470UF 2.5V 2917

T540D477K2R5AH8605
KEMET
CAP TANT POLY 470UF 2.5V 2917

T540D477K2R5AH85057610
KEMET
CAP TANT POLY 470UF 2.5V 2917
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