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ENW-F9201A1EF Details PDF

ENW-F9201A1EF
Manufacturer Part Number: ENW-F9201A1EF

Manufacturer/Brand: Panasonic

Part of Description: PAN9026, WI-FI DUAL BAND 2.4/5 G

Datasheets:

1.ENW-F9201A1EF.pdf

2.ENW-F9201A1EF.pdf

3.ENW-F9201A1EF.pdf

RoHs Status: Lead free / RoHS

Compliant
Stock Condition: New original, 500 pcs Stock Available.

Ship From: Hong Kong

Shipment Way: DHL/Fedex/TNT/UPS/EMS

Image may be representation.
See specs for product details.

Specifications

Part Number ENW-F9201A1EF

Manufacturer Panasonic

Description PAN9026, WI-FI DUAL BAND 2.4/5 G

Category RF/IF and RFID > RF Transceiver Modules

Part Status 500 pcs Stock

Voltage - Supply 1.8 V ~ 3.3 V

Utilized IC / Part 88W8977, PAN9026

Series PAN9026

Serial Interfaces SDIO, JTAG, PCM, UART

Sensitivity -98dBm

RF Family/Standard Bluetooth, WiFi

Protocol 802.11a/b/g/n, Bluetooth v5.0

Power - Output 16dBm

Packaging Tape & Reel (TR)

Package / Case 51-SMD Module

Other Names
ENWF9201A1EF 

P123486TR 

PAN9026

Operating Temperature -30°C ~ 85°C

Mounting Type Surface Mount

Moisture Sensitivity Level (MSL) 3 (168 Hours)

Modulation CCK, DSSS, OFDM

Memory Size -

Manufacturer Standard Lead Time 17 Weeks

Lead Free Status / RoHS Status Lead free / RoHS Compliant

Frequency 2.4GHz, 5GHz

Data Rate 150Mbps

Current - Transmitting 400mA

Current - Receiving 70mA

Antenna Type Integrated, Chip

ENW-F9101C1EF
Panasonic Electronic Components
RF TXRX MOD BLUETOOTH/WIFI

ENW1-EW10
JKL Components Corp.
LAMP INCAND T1.5 NEO WEDGE
14V

ENW-C9A25C4EF
Panasonic Electronic Components
RF TXRX MODULE 802.15.4

ENW-F9101A1JF
Panasonic Electronic Components
RF TXRX MOD BLUETOOTH/WIFI
CHIP

ENW-F9202A1EF
Panasonic
PAN9026, WI-FI DUAL BAND
2.4/5 G

ENW-F9101C1JF
Panasonic Electronic Components
RF TXRX MOD BLUETOOTH/WIFI

ENW1-EW87
JKL Components Corp.
LAMP INCAND T1.5 NEO WEDGE
14V

ENW-F9101A1EF
Panasonic Electronic Components
RF TXRX MOD BLUETOOTH/WIFI
CHIP
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